ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

SUMMARY OF SPECIFICATION

< Specifications. >

(PIC) " N N N
Model No. . N . m . N . N
BR-T8-60-10W-31 BR-T8-90-15W-31 BR-T8-120-20W-31 BR-T8-150-25W-31
Photoelectric Spec
Item Power Input Voltage | Input Frequency | Oulput Power Power Factor LuminousFlux Beam Angle Weight
BR-TB-60-10W-31 10W AC185-265V 50/60HZ 8.8W =0.9 1050 Lm 1200 0162 kg
BR-TB-90-15W-31 15W AC185-265V 50/60HZ 13.2W =09 1575 Lm 1200 0.226 kg
BR-T8-120-20W-31 20W AC185-265V 50/60HZ 17.8W =09 2100 Lm 1200 D28kg
BR-T8-150-25W-31 25W AC185-265V 50/60HZ 222W =09 2625Lm 1200 0348 kg
Light Source Spec
LED Type Epistar SMD 2835
Color Accuracy(CRI) CRI=70
Color WW(3000-3500K)  NW (4000-4500K) CW(5000-6500K)
Environment Spec.
Operational Temperature Range -20~50 C
;;ensge:atim Temperature -40~60 T
Operational Humidity Range 95% Rh or below(@-20°C~50°C)
Installation Area indoor:IP44( School, Office, Commercial lighting eic.)
Lifespan =35,000 hours
Certification standard
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Dimension Diagram

ltermn L mm 28
BR-TE-60-10W-31 h88
BR-TE-90-15W-31 A98
BR-T8-120-20W-31 1198
o
BR-T8-150-25W-31 1498 ?J.}
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

Optical Spec

Radiation Lux Diagram
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

Installation and use

1. Tum off the power supply, then remove the starter 2.0pen the holder, remove the Inductive ballast

Step 1
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4. Turn on the power supply, Make sure the lamp Is working, Instaliation

3. Connect the circuil as below drawing finished

<

Schematic

;:ﬂ:)—rttn’d diivar J—' LED T8-tube dj;] v

AC Line

Attention
1 Please tum off the power supply belore installation or changing embly pars
2. The input voltage and the lamp should be adapted. After connecting the power line, please make sure the winng section 1s iInsulated
LNoOn-professionals, must not install or dismantie the lamps
1 All the tubelights during installation and In use should not be put with glass cover vertically upside

Packing Spec

Box Carton
Item A - -
Measurement «mm) Gross weight Pcs/box Measurement(mm) Gross weight Pcs/carton
BR-T8-60-10W-31 L620*W36.5"H36.5 0.278 kg 1 L695W235*H240 11 kg 36
BR-T8-00-16W-21 L920*W36 . 5"H36.5 0.395 kg 1 LO995W235*H240 15 kg 36
BR-TA-1 L1235 H3 1 - 1295W2345 19.3 kg a6
BR-TB-150-25W-31 L1535Wr VH36.56 0.62 kg 1 238 kg 36
Remarks:
1. White ight series.  WW  (3000-3500K) NW (4000-4500K) CW (5000-6500K)
2. Luminous Mux tolerance for £ 10%
3. Products shall be subject to any changes without prior notices
Light attenuation map
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Through the 720H accelerated aging test high and low temperature prediction in the rated under the working conditions after
35000H,will provide an average 70% optic maintenance ratio(L70).
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

LED TUBE LIGHT SPECIFICATION
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

ITEM NO: BR-T8S-60-136

Main Features
* General:

e Input Power:9W/10W

e Base :G13

e LED type : Epistar

e Beam angle: 120°

» Cover:clear cover ,frosted cover(optional)
« Over current protection

e Short circuit protection

e Life time:40,000-50,000 Hours

* Colour Temperature:

e Cold White: 6000K-6500K(Type) ;5000K-5500K(Optional)
e Nature White: 4000K-4500K
o Warm White : 3000K-3500K(Type) ;2700K-3000K(Optional)

* Certificate: C €, RoHS

Product Dimension:

588mm |
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BR-T85-60-136
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

Product Code:

* Example:
BR-T8S-60-136-WW
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Electrical Specifications

Input

Product Name Product family code Input Power Input Voitage
Frequency

T8 0.6M
BR-T85-60-136 a.2w AC 85-265V 50HZ/G0HZ >B5% >0.95

awiow

Optical Performance

Beam Average Lux @
Flux (LM)
1mi2m
Cool white 7620 285(73
3
- T8 0.6M by 9501 o S
» Epistar white 120" . A 15
= swriow - 1001
o
- Wamm
69/15 283/68
white
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

BR T8S-60-136-CW lll’( (‘hﬂ]'f BR-T8S 60 136-Ww lux ('hﬂl'l
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l'ube Connection
How to replace the Conventional Fluorescent Lamp Remove ballast and starter before replacement
inductive ballast
>< : L . L
AC110V/AC220V > , i S
T oiN ’q = «N  ACT10V/AC220V
@ Re~ommend method
electronic ballast
ot 4
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

ITEM NO: BR-T8S-90-200 ‘

Main Features
* General:

« Input Power:13W/14W

e Base :G13

e LED type : Epistar

« Beam angle: 120°

« Cover:clear cover ,frosted cover(optional)
« Over current protection

* Short circuit protection
¢ Life time:40,000-50,000 Hours

% Colour Temperature:

* Cold White: 6000K-6500K(Type) ;5000K-5500K(Optional)
« Nature White: 4000K-4500K
* Warm White :3000K-3500K(Type) ;2700K-3000K(Optional)

* Certificate: c €, RoHS

Product Dimension:

898mm

,
Q
:
o
o
:
c
a
.
a
o
.
.
.
a
]
|
o
o
:
.
.
o
o
U
o
:
.
o
.
.
o
Q
.
o
.
(%]
.
:
;
.
£
.
o
o
a
;
o
.
Q
:
.
o
:
:
.
.
.
1+ ]
.
.
‘
.
.
,
.
.
o
.
.

,

26mm

BR-T8S-90-200
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

Product Code:

* Example:
BR-T85-120-200-WW
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Electrical Specifications

Input
Product Name Product family code Input Power Input Voitage
Frequency
T8 0.9M
BR-T85-90-200 12.8W AC 85-265V S0HZ/60HZ 5% (.95
13Wnaw

Optical Performance

Center
Beam Average Lux @
Flux (LM) Lux@
angle 1m/2m
imi2m
Cool white o028 3401103
g
3 T8 0.9M Nakure 1400k
* 7 . So0e = 87/26 333/100 -
» Epistar white 120 75
s 13Wi14wW 1001n
% Warm
83723 326/96
white
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

BR-T85-90-200-CW Lux Chart BR-T8S-90-200-%¥W Lux Chart
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Tube Connection

How to replace the Conventional Fluorescent Lamp Remove ballast and starter before replacement

inductive ballast

\ L . L
s ACT10V/AC220V > : st
: I o Ll —«N ACHOV/AC220V

@ Recommend method

electronic ballast

>< L AC110VIAC220V > . AC110VIAC220V
N ‘:I l: +« N
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

Main Features
* General:

o Input Power:17W/18W

e Base :G13

¢ LED type : Epistar

e Beam angle: 120°

» Cover:clear cover ,frosted cover(optional)
e Over current protection

» Short circuit protection
o Life time:40,000-50,000 Hours

* Colour Temperature:

¢ Cold White: 6000K-6500K(Type) ;:5000K-5500K(Optional)
o Nature White: 4000K-4500K
o Warm White :3000K-3500K(Type) ;:2700K-3000K(Optional)

% Certificate: c €, RoHS

Product Dimension:

1198mm

26mm

BR-T8S-120-294
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

Product Code:

* Example:
BR-T8S-120-294-WW
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Electrical Specifications

Input
Product Name Product family code Input Power Input Voltage
Frequency
TE 1.2Mm
BR-T8S-120-294 18W AC 85-265Y SOHZ/60MZ *85% 0 95
1TWHEW

Optical Performance

Beam Average Lux @
Flux (LM)
angle 1mi2m
Cool white 110/38 410/130
3
o
=14 .
& T8 1.2M s 1750k 106733 £01/126
& Epistar white 120° N B 7
© 17WI1sW
o
<4
[++] Warm
10230 393/123
white
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

BR-T8S-120-294-CW Lux Chart
::1

|

BR-T85-120-294-WW Lux Chart
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Tube Connection
How to replace the Conventional Fluorescent Lamp Remove ballast and starter before replacement
inductive ballast
§ L { o L
AC110V/AC220V ———p .|
i o N > A5 [.-—e N AC110V/AC220V
@ Recommend method
electronic ballast
) i , o L
= 5 [ N AC110V/AC220V ———p -;! 1 AC110V/AC220V
| l ‘El [:2 o N
3 1 Recommend method
= =
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

ITEM NO: BR-T8S-120-336

Main Features
* General:

e Input Power: 19W/20W
e Base :G13

e LED type : Epistar

e Beam angle: 120°

e Cover:clear cover ,frosted cover(optional)

e Over current protection
e Short circuit protection
e Life time:40,000-50,000 Hours

% Colour Temperature:

e Cold White: 6000K-6500K(Type) ;5000K-5500K(Optional)
o Nature White: 4000K-4500K
e Warm White :3000K-3500K(Type) ;2700K-3000K(Optional)

% Certificate: C €, RoHS

Product Dimension:

1198mm

BR-T85-120-336
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

Product Code:

* Example:
BR-T8S-120-336-WW
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Electrical Specifications

Input
Product Name Product family code input Power  Input Voltage
Frequency
T8 1.2M
BR-T8S8-120-338 20W AC 85-265V 50HZ/60HZ >85% >0.95
1SWi20W

Optical Performance

Beam Average Lux @
Flux (LM)
angle
Cool white 111/36 4181140
=
<
8 TS 1.2M Nakiee 1860k —_— peo—
; Epistar whili 120° U R >75
© 19Wi20w ) 1001m
Ly
x
o Warm
105/32 4011131
white
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

BR-T85-120-336-CW Lux Chart
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Tube Connection
How to replace the Conventional Fluorescent Lamp Remove ballast and starter before replacement
inductive ballast
o L \‘ o
AC110V/AC220V al
3 i - > | N ACT10V/AC220V
4 2 |
@ Recommend method
electronic ballast
= L ' ok
H><_. N AC110VIAC220V ——Pp 7‘ ; AC110V/AC220V
P o [—s
3 11
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Recommend method
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

ITEM NO: BR-T8S-150-384

Main Features
* General:

e Input Power: 24W/25W
e Base :G13

e LED type : Epistar

e Beam angle: 120°

e Cover:clear cover ,frosted cover(optional)
e Over current protection

e Short circuit protection
e Life time:30,000-50,000 Hours

% Colour Temperature:

e Cold White: 6000K-6500K(Type) ;5000K-5500K(Optional)
e Nature White: 4000K-4500K
e Warm White :3000K-3500K(Type) ;2700K-3000K(Optional)

% Certificate: C €, RoHS

Product Dimension:

1498mm
:L e e e L |

BR-T8S-150-384

26mm
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

Product Code:

* Example:
BR-T8S-150-384-WW

bt

—
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aweu Auedwo) =
yibuan
Ao aan
10109

Electrical Specifications

Input
Product Name Product family code Input Power Input Voltage
Frequency
T8 1.5M
BR-T8S-150-384 25w AC 85-265V S50HZ/60H2Z ~85% >0.95
24WI25W

Optical Performance

Beam Average Lux @
Flux (LM)
angle 1m2m
Cool white 120/43 A53/162
2
Ll
2 Nature ~
- i . -t 23506 116/40 4430157 ,
& Epistar white 120 >75
o 24Wi25W 10¢1n
o
@ Warm
1037 435150
white
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

BR-T8S-150-384-CW Lux Chart BR-T8S-150-384-WW Lux Chart
L u
Tresa) ,w;‘-q;i =i
(e ) LB 3 :;ueﬂhl -75M 4
~T i 7-7’? = - /__,}_f-"”_;lm \ ! - “‘-:H;_K\V
PRET=0) 2469 sTAR s o 45N
Avg/fiadir E “Angle 120 doe Radius Height Avg/Nadir E—-ik‘i@e 121375;-37-7’ Racivs Height
Tube Connection
How to replace the Conventional Fluorescent Lamp Remove bzllast and starter before replacement
inductive ballast
<— L l =
) , AC110VIAC220V ————p . . o
- T N s | t»:——o N ACT10VIAC220V
g Recommend method
electronic ballast
. " oL
AN AC110VIAC220V ——)p . i ACT110V/AC220V
=== :] E: N
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ZRW MECHANIKA BR-SERIES LED TUBELIGHTS

COMPLIANCE AND CERTIFICATION

IEC 60598-1-2
EN 61000

EN 61547
EN55015
IEC63231:2008
EPA3060-1-2
EN1122
CE ROHS

DN N N N Y N N N

(TOSY) T

= W P Pt
¢ ) ——ea DECLARATION OF CONFORN
SR R See———_— — ;
— e R :_ = _:_.'-_—~-
=4 e s -~ i
- RoHS ’. s ‘:‘ R
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